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IP22 IP29-4 IP29 Pack IP29

Interfacce 2 x a/b FXS (RJ11, Modular Jack 6P2C)

 

4 x a/b FXS (RJ11, Modular Jack 6P2C) 8 x a/b FXS (RJ11, Modular Jack 6P2C) 16 x a/b FXS (RJ11, Modular Jack 6P2C)

Canali voce 2
 

4 8 16

Looping in No
 

No No No

Supporto PBX* No No No No

Supporto Compact Flash e Flash 
Disk supporto

16 Mbyte Flash 32 Mbyte Flash 32 Mbyte Flash 2 x 32 Mbyte Flash

Linux Application Platform No No No No

Unità di conferenza No No No No

Ethernet 1 x Ethernet RJ45 (Modular Jack 8P8C) 10/100 Base-TX 
(Auto Negotiation) 
„Power over Ethernet“ IEEE 802.3af, Class 3

1 x Ethernet RJ45 (Modular Jack 8P8C) 10/100 Base-TX 
(Auto Negotiation) 
„Power over Ethernet“ IEEE 802.3af, Class 3
Energy Effi  cient IEEE 802.3az

1 x Ethernet RJ45 (Modular Jack 8P8C) 10/100 Base-TX 
(Auto Negotiation) 
„Power over Ethernet“ IEEE 802.3af, Class 3
Energy Effi  cient IEEE 802.3az

2 x Ethernet RJ45 (Modular Jack 8P8C) 10/100 Base-TX 
(Auto Negotiation) 
„Power over Ethernet“ IEEE 802.3af, Class 3
Energy Effi  cient IEEE 802.3az

Alimentazione (Alimentatore) „Power over Ethernet“ IEEE 802.3af, Class 3 
o alimentatore

„Power over Ethernet“ IEEE 802.3af, Class 3 „Power over Ethernet“ IEEE 802.3af, Class 3 „Power over Ethernet“ IEEE 802.3af, Class 3 

Codecs G.711 A-law / µ-law (64 kbps)
G.729 A
VAD, CNG
Dynamic Jitter Buff ering
Compensazione eco: G.168
Supporto modem

G.711 A-law / µ-law (64kbps)
G.722
G.723.1
G.729 A
VAD, CNG
Dynamic Jitter Buff ering
Compensazione eco: G.168
Supporto modem
Opus

G.711 A-law / µ-law (64kbps)
G.722
G.723.1
G.729 A
VAD, CNG
Dynamic Jitter Buff ering
Compensazione eco: G.168
Supporto modem
Opus 

G.711 A-law / µ-law (64kbps)
G.722
G.723.1
G.729 A
VAD, CNG
Dynamic Jitter Buff ering
Compensazione eco: G.168
Supporto modem
Opus

Protocolli H.323 & SIP
Multiprotocollo
T.38
 

H.323 & SIP
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